BDJ HYDRO CHAIN CABLE
BLOWING MACHINE D
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OUR TECHNOLOGY YOUR SUCCESS

BDJ Hydro Chain Cable - the most powerful,
chain blowing machine for classic fiber optic
and copper cables. Machine has failure-free
hydraulic engines and cable feeder on roller
chains. It is driven from a hydraulic power
pack (included). Machine has a solid
construction, high quality feeder and the
power of hydraulic motors that allows blowing
cables over a distance of up to 2,5 km.

BLOWING RANGE:

CABLE @ 6-20 MM
TUBE 9 32, 40, 50 MM

ACCESSORIES IN THE SET:

e A set of secondary pipe clamps;

e Cable guiding sleeves;

e Seals for pipes and cables;

e Bosh screwdriver;

e Head key 6;

e Compressor air hose 1.5” 10 meters;

e Transport box;

e Hydraulic hoses with regulation system;
e Manual.
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TECHNICAL DATA

CABLE DIAMETER 6 -20 mm
DUCT DIAMETER 32,40, 50 mm
BLOWING DISTANCE / MAX 2500 m
BLOWING SPEED / MAX 80 m/min
WORK PRESSURE / MAX 10 bar

DIMENSIONS OF THE UNIT (LXWXH)

850 x 400 x 300mm
weight approx. 42kg

DIMENSIONS OF THE TRANSPORT BOX

920 x 530 x 440mm
weight approx. 55kg

AVAILABLE ACCESSORIES

set of handles for HDPE ducts
set of seals for HDPE ducts
set of cable seals

set of Allen keys

socket wrench

air hose

hydraulic power unit

REQUIRED COMPRESSOR’S
EFFICIENCY

8 -10 m3/min

HYDRAULIC POWER UNIT:

e dimensions: 630 x 530 x 510 mm
e weight: 54 kg
e max hydraulic pressure: 110 bar

RECOMMENDED COMPRESSOR:

KAESER M82A
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EQUIPMENT

SET OF CABLE SEALS

2x no hole, 6, 7, 8,9, 10, 11, 12, 13, 14,
15 mm

PIPE HOLDERS

32,40, 50 mm

PIPE SEALS

32,40, 50 mm

AIR HOSE FOR BLOWING MACHINE 1,5 INCH

HEAD WRENCH (6 MM)

PHILLIPS SCREWDRIVER

HYDRAULIC HOSE WITH REGULATION SYSTEM

HYDRAULIC POWER UNIT
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