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BDJ BRAIN
DIGITAL RECORDER

our technology your successour technology your success

BDJ Brain is a digital recorder for blowing
machines. BDJ Brain allows you to register and
save important parameters of the blowing
process. Recorded parameters are saved in
recorder's memory and into a USB flash drive in
PDF format. Final report is available as a
protocol with a diagram. With the device you
can record the following: location of the
construction site, pressure in the micro duct,
pushing force, speed of blowing, length of
the blown cable, ambient parameters:
temperature and air humidity.

Parameters you can record with BDJ Brain:
 

the geographic location of the
construction site - by GPS;
pressure in the microduct;
pushing force;
the speed of blowing in the cable;
length of the blown cable;
environmental parameters - temperature
and air humidity.

TO CONNECT THE BDJ BRAIN
RECORDER WITH ANY BLOWING
MACHINE AVELIBLE ON THE MARKET,
YOU SHOULD ADD THE BDJ EXTERNAL
DEVICE MEASURING ATTACHMENT
FROM BLUE DRAGON JET.

REPORTS ARE
SENT DIRECTLY

TO THE EMAILADDRESS

tel:+48604474444
https://bluedragonjet.com/en/products/blowing-machine-bdj-budgetplus/
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BDJ BRAIN
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THE BDJ BRAIN RECORDER HAS
BEEN APPROVED AFTER TESTING BY
THE GERMAN OPERATOR -
DEUTSCHE TELECOM IN ZTV
TKNETZ 40 NORM.

Thanks to the built-in measurement sensors inside the recorder, it is possible to work with any
blowing machine. To make it possible, there must be prepared appropriate measurement
points must be prepared in the machine with which the Brain recorder will cooperate.

The end result of the recorder's operation is a protocol saved in PDF format in the device's
internal memory or on a USB pendrive. Optionally, it is possible to send the protocol to an e-
mail address (provided that access to the Internet is first provided).

TECHNICAL DATATECHNICAL DATA

PRESSURE MEASUREMENT IN THE
HEAD

0 - 16 bar

POWER SUPPLY

ENGINE PRESSURE MEASUREMENT 0 - 16 bar

Charging the device from the 230V,
50 Hz network.

WEIGHT

DEVICE DIMENSIONS
LENGTH X WIDTH X HEIGHT 610 x 300 x 320 mm

10 kg

tel:+48604474444
https://bluedragonjet.com/en/products/blowing-machine-bdj-budgetplus/
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BDJ BRAIN PROTOCOL SAMPLE 
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tel:+48604474444
https://www.nhlbi.nih.gov/files/docs/clinical-research-guide-protocol-template.doc
https://www.nhlbi.nih.gov/files/docs/clinical-research-guide-protocol-template.doc
https://www.nhlbi.nih.gov/files/docs/clinical-research-guide-protocol-template.doc

