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BDJ EXTENDED

BDJ EXTENDED  is a versatile and efficient 
blowing machine for fiber optic network 
expansion. Its special design makes it ideal 
for installing microcables over long 
distances. It is equipped with a direction 
switch for easy cable retraction, and its 
robust construction ensures long life and 
simple operation in daily work.
  

Reach:  
  
Duct:  

Cable: 

5, 7, 10, 12, 14, 16, 20mm

2500 m

2,5 – 12 mm

PRODUCT DETAILS

Process Control: Integrated counter as 
standard supports precise control during 
blowing. 


For Cables: Supports diameters from 2.5 
to 12 mm. 


Warranty: Standard 3 years with the 
possibility of extension to 5 years 
(requires annual service at an authorized 
partner).




TECHNICAL DATA


Cable diamete  

Duct diameter  

Max. blowing length



Max. blowing speed



Max. working pressure



Machine dimensions (L×B×H)



Machine weight



Transport case dimensions  

Total set weight

2,5 – 12 mm  

5, 7, 10, 12, 14, 16, 20 mm  

2500 m



Above 110 m/min



15 bar 



580×300×320 mm



approx. 20 kg



640×390×410 mm  

approx. 33 kg

SET CONTENTS WARRANTY AND SERVICE
Extended blowing machine. 


Transport handle. 


Special cable inserts (4, 6, 8, 10, 14 mm). 


Special microduct inserts (5, 7, 10, 12, 14, 16, and 20 
mm). 


Seal kit for cables and ducts.

Standard 3-year warranty with the 
possibility of extension to 5 years. 
Condition: annual service at an authorized 
partner.
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