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Data Sheets

BDJ MAX DUAL 
HEAD
BDJ MAX DUAL HEAD Blowing machine 
with an interchangeable head system. It 
allows for blowing cables into ducts of 
various diameters depending on 
needs. By installing the selected head, 
the working range of two different 
blowing machines can be achieved

Reach:  
  
Duct:  

Cable: 

5, 7, 10, 12, 14, 16 mm
 
 32, 40, 50 mm
 

6 - 15 mm
4 - 10 mm

2500 m

PRODUCT DETAILS
Versatility: Blowing machine model with 
an interchangeable head. This solution 
allows for optimal adjustment of blowing 
depending on needs.
 

Cable Support: For optical fibers with 
diameters of 6−15 mm/4−10 mm  

Warranty: Standard 3 years with the 
possibility of extension to 5 years 
(requires annual service at an authorized 
partner).




TECHNICAL DATA

Cable diamete  

Duct diameter  

Max. blowing length



Max. blowing speed



Max. working pressure



Machine dimensions (L×B×H)



Machine weight



Transport case dimensions  

Total set weight

6 – 15 mm  

32, 40, 50 mm  

2500 m



 120 m/min



10 bar 



620×300×380 mm



approx. 35 kg 



690×430×440 mm  

approx. 48 kg

BLOWING RANGE WARRANTY AND SERVICE
Option 1: BDJ MAX 
Microcables Ø 6-15 mm, ducts Ø 32, 40, 
50 mm / max. blowing speed 110 m/min / 
max. blowing range 2500 m  


Option 1: BDJ STANDARD 
Microcables Ø 4-10 mm, ducts Ø 5, 7, 10, 
12, 14, 16 mm / max. blowing speed 110 m/
min / max. blowing range 2500 m.   

Standard 3-year warranty with the 
possibility of extension to 5 
years. Condition: annual service at an 
authorized partner
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